
(Non-)Polarizing Beam Splitting Cubes ((N)PBSC)

wavelength
range, nm

397-405

400-750

700-950

950-1150

1040-1560

1400-2000

size
5mm

277

101

101

101

113

175

size
10mm

277

108

108

108

118

185

size
12.5mm
12.7mm

277

115

115

115

124

193

size
15mm

310

136

136

136

136

202

size
20mm

346

146

146

146

146

218

size
25mm

25.4mm

379

200

200

200

200

297

size
30mm

1.058

553

553

553

646

977

size
38.1mm

1,262

660

660

660

809

1,213

size
50mm

50.8mm

1,670

1,141

1,141

1,141

1,398

1,782

wavelength
range, nm

400-750

700-950

950-1150

1040-1560

1400-2000

size
5mm

113

113

113

113

167

size
10mm

117

117

117

117

175

size
12.5mm
12.7mm

124

124

124

124

186

size
15mm

146

146

146

146

218

size
20mm

164

164

164

164

246

size
25mm

25.4mm

199

199

199

199

297

size
30mm

597

597

597

597

894

size
38.1mm

660

660

660

660

990

size
50mm

50.8mm

756

756

756

756

1,133

prices (USD/pc) for PBSC from stock (1-10pcs) 

prices (USD/pc) for NPBSC from stock (1-10pcs) 

polarizing beam splitting cubes (PBSC), dielectric coating, Tp > 90%, Rs > 99%, Tp/Ts > 1000/1
non-polarizing beam splitting cubes (NPBSC), hybrid  coating, R/T = 1/1, A = 5-10%, |Tp-Ts| < 5%
AR on all work surfaces
the prices are given for small quantities for beam splitting cubes from stock
the prices for industrial series as well as for large quantities will be quoted by request
customized beam splitting cubes are possible by request
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